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US PRODUCT SHEET

OSLO C



www.atelieralainellouz.com, contactusa@atelieralainellouz.com, +1 (212) 381 6172

TECHNICAL INFORMATION OSLO C

Type Pendant light

Environment Indoor

Material Alabaster

Suspension system 3 stainless steel wire rope pendant  - Length to adjust on site : min. 11,8’’ - max. 39,4’’
Polished stainless steel fixings

Electric cable Transparent electric cable

Lighting system LED Strip 9,6W/m (2700K or 3000K) - Dimmable intensity
Remote transformer

Voltage 24 V : transformer provided

Wattage OSLO C60 : 22 W
OSLO C80 : 29 W
OSLO C90 : 32 W

OSLO C100 : 36 W
OSLO C120 : 44 W
OSLO C150 : 54 W

Lumen OSLO C60 : 1330 lm
OSLO C80 : 1750 lm
OSLO C90 : 1960 lm

OSLO C100 : 2170 lm
OSLO C120 : 2660 lm
OSLO C150 : 3290 lm

References OSLO C60 : COL-0167
OSLO C80 : COL-0169
OSLO C90 : COL-0171

OSLO C100 : COL-0161
OSLO C120 : COL-0163
OSLO C150 : COL-0165

Dimensions :

OSLO C

Ø

Section

OSLO Diameter Thickness Weight

C60 23,6’’ 3,9’’ 39 lb / 17,5 Kg

C80 31,5’’ 3,9’’ 49 lb / 22 Kg

C90 35,4’’ 3,9’’ 56 lb / 25,5 Kg

C100 39,3’’ 3,9’’ 66 lb / 30 Kg

C120 47,2’’ 4,7’’ 88 lb / 40 Kg

C150 59’’ 4,7’’ 121 lb / 55 Kg

2 years warranty. General terms and conditions of sales.

Included in the price of the luminaire

FIXING SYSTEM

Without connection canopy
Non compatible with US junction box
Polished stainless steel fixings

Canopy 120 with side hole (Ø4,7 x 1’’)
Compatible with the US junction box
Polished stainless steel fixings

Paint finish

Mat white


